Silicon Labs virtual COM drivers v.6.5 default settings
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Silicon Labs CP210x USBE to UART Bridge {COM 1) Properties

General IF'n:urt Settingsl Diriver I Detailsl Pover Managementl

(3 Silicon Labs CP210x USE to UART Brdge [COM1)

Device bype: Fuortz [COM & LPT]
b anufacturer; Silicon Laborataries
Loczatian: Lozation O [CP2102 USE to UART Bridge Cor

— Device statuz

T hiz device iz working properly. ﬂ

If your are hawing problems with this device, click Troubleshoot to
ghart the troubleshooter,

Device Lgage:
Usze thiz device [enable] j

] | Cancel

Copyrights © Nordfield Electronics

Nordfield.com



Silicon Labs CP210x USB to UART Bridge {COM 1) Properties

Nordfield.com

General Port Settings |Driver I Detailsl Power Managementl
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Elove contral: | Mone
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Silicon Labs CP210x USE to UART Bridge {COM1) Properties

General Fort Settings | Driver I Detailsl

Fower M anagement I
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Silicon Labs CP210x USE to UART Bridge {COM1) Properties
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General Port Settings | Driver I Detailsl Power Managementl

Eitz per zecond: | 9600

D ata bits: | & j
4
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Silicon Labs CPZ210x USE to UART Bridge {COM™ 1) Properties

General Fort Settings |Driver I Detailsl Pawer Managementl
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Silicon Labs CP210x USE to UART Bridge {COMM1) Properties
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General Fort Settings |Driver I Detailsl Power Managementl
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Silicon Labs CP210x USB to UART Bridge {COM1) Properties

General Fort Settings |Driver I Detailsl inerManagementl

Bitz per second: | 9500 j
Data bits: [g ]
Parity: | Mone j
Stap bits: [1 |
Elowe cantral: | None j
#on A Hoff
| Hardware
PR AOEE i

] Cancel

Advanced Settings for COM1 EHE |

— ¥ illse FIFD buffers [requires 16550 compatible UART |

Select lower settings to comect connection problems.

flek

Cancel
Select higher settingz far Fazter performance.
Defaults
Beceive Buffer: Low (1) J High [14]  [14]
Transmit Buffer: Low [1] J High [16]  [16]

COM Port Mumber: IEEIM'I 'I
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COmM240
COmMz41
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COM243 Ok,
COmM244

Select lowver COM 245 brnection problems.

Select higher Egm%ig erfarmance.

COM 248 Detfaults
Receive Buffer: Ll COp249 J High(14] [14]
COm 250 ' ' :

COr 251

Transmit Buffer: [COM252 J High 18]  [1E]
COk 254

COM 255
COM 256 -

COk Port Mumber: | COM1 =

Carcel
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Silicon Labs CPZ10x USE to UART Bridge (COM1) Properties

Eenerall Part Settings  Driver IDetailsl inerManagementI

(3 silicon Labs CP210% USE to UART Brndge [COM1)

Crriveer Provider:
Ciriver Doate:
Driver Yersion;

Drigital Signer:

i Driver Details.

Ilpdate Crriver. .

RBall Back Criver

Unirztall

Silicon Laboratonies

9/28/20M

E.5.0.0

icrosaft Wwindows Hardware Compatibility Publ

To wiew detailz about the driver files.

T o update the driver for thiz device.

If the device failz after updating the driver, roll
back to the previouzly ingtalled driver.

T o uninztall the driver [Advanced.

Ok, Cancel

Copyrights © Nordfield Electronics

Nordfield.com

11



Nordfield.com

Silicon Labs CPZ210x USB to UART Bridge {(COM1) Properties E Ed |

Generall Port Settings | Driver  Details F'DwerManagementI

(3 Silicon Labs CRP210x USE to UART Bndge [COMT)

USESYID_10C4&PID_EABD 20

ak. Cancel
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Silicon Labs CPZ10x USB to UART Bridge {COM1) Properties
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Generall F'u:urtSettingsI Crriveer I Detail: Power Management |

(3 silicon Labs CPE210x USE to UART Brdge [COM1]

W iillow the computer to tum off this device to save power.

[T &llow this device ta bring the computer, aut of standby.

] 4

Cancel
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