
VCOM 2.0.0.0 (98, ME, 2000, XP) User Guide 
A. Main screen 

 

File (F)： Save：Save virtual COM settings to a file (*.ini) Load：Load virtual COM settings from a 
file (*. ini)  

Tool (T)： IP Search：Run IP search tool to find the IP of Converter  

System (S)： Auto Load：Enable virtual COM to run at Windows Start Manual Load：Disable virtual 
COM to run at Windows Start  

Exit：End virtual COM Program  

 

 

 

 

 

 

 

 

 

 



When a BF430 unit is connected and successfully found the IP will show up in the ‘IP Address” 
column:

 
 
B. Creating a COM port 

 

 

 

 



 

 

 

 

 

.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

【Figure 05 】                     【Figure 06 】 【Figure 
07】  

 

 

 



C. Deleting a Virtual COM port 
 

【Figure 08】  

1. 

 

 
 

1. Move the mouse icon on the virtual COM  

which you want to delete and click left button. 

 

2. Click “ Delete " 

 

 

 

D. Modify Virtual COM settings 

 
 
 
 
1. 
 
 
 

1. Move the mouse icon on the virtual COM which you 
want to modify settings and click left button. 
 
2. Click “Edit＂ then you will see【Figure 04】.  2. 
 
3. In 【Figure】 

 
 
 
 
 
 

  

 

 

 


